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Kit contents
The complete (K)152SR or 
(K)152SR/G straight connector 
kit comprises the following 
components:

The kit also comprises lubricant, wipers, 

installation instructions and crimp chart.

Ordering instructions
Select the part number which 
gives the best centring to the 
cable core insulation diameter 
and substitute X using table X, 
according to the conductor size 
and type.
Add a 'K' for use up to 24 kV.

Example:
The copper wire screened cable 
is 24 kV, 50 mm2 stranded 
aluminium with a diameter over 
core insulation of 20.4 mm.
Order a K152SR-FG-50(K)
M-12-2+11TL straight 
connector kit.

Bail restraint

151BA

Conductor 

contact

151SRC-X

or

151SRMC-X

Connector housing

(K)152SRH-W

Cable adaptor

11TL

Connector housing

(K)152SRH/G-W

Cable reducer

211CA

(K)152SR/G-W-X
connector kit for 

smaller sizes

For adapted
bail restraints:

see 'Bail restraints and 
typical applications'.

For outdoor
applications.

Order: +MWS.

Components can be 
ordered individually.

For use with
copper tape

screened cables.
 Order: Kit MT.

For use with Alupe or
C 33-226 cables.

Please contact our 
representative.

For use with
other cable types.

Please contact our 
representative.

Ordering
part number

Dia. over core insulation (mm)

min. max.

152SR/G-11-X
152SR/G-13-X

152SR-FB-X+11TL

152SR-FG-X+11TL

152SR-GA-X+11TL

152SR-GAB-X+11TL

152SR-GH-X+11TL

12.6

14.6

17.5

18.4

19.7

21.0

23.2

16.1

18.7

20.2

21.2

22.5

23.8

26.4

Table X

(K)152SR-W-X+11TL

connector kit for 

larger sizes

Conductor
sizes

(mm²)

Aluminium Copper

DIN hexagonal Deep indent DIN hexagonal

16

25

35

50

70

95

 -

 25(K)M-12-2

 35(K)M-12-2

 50(K)M-12-2

 70(K)M-12-2

 95(K)M-12-2 *

-

25KM-12-1

35KM-12-1

50(K)M-12-1*

70(K)M-12-1*

95(K)M-12-1*

16(K)M-11-2

25(K)M-11-2

35(K)M-11-2

50(K)M-11-2

70(K)M-11-2

95(K)M-11-2

* The 152SR-FB is not compatible with these conductor contacts.

Ordering part number Dia. over core insulation (mm) Conductor sizes (mm²)

152SR-GAS-50.95-14-5+11TL 19.7 - 25.4 50 - 95

For an option with a bolted 
conductor contact
specify the ordering part 
number below.




